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MATERIALS 

1. INSULATION SLEEVE: Heat-shrinkable, transparent clear, radiation cross-linked modified polyolefin. 

2. SOLDER PREFORM WITH FLUX: 

    SOLDER:     TYPE  Cd18 per ANSI-J-STD-006. 

    FLUX:          TYPE  ROM1 per ANSI-J-STD-004. 

3. MELTABLE RING: Thermally stabilized thermoplastic. Color:clear. 

4. MELTABLE RING: Thermally stabilized thermoplastic. Color:blue. 

5. CONDUCTOR LEAD: Cross-linked polyolefin insulated stranded, tin plated copper. Color:white. 

6. GROUND LEAD: Cross-linked polyolefin insulated stranded, tin plated copper. Color:green. 

 

APPLICATION 

1. These parts are designed to provide an environment protected coaxial termination on cables, rated for at least +65C minimum,  

    meeting the dimensional criteria listed, having bare copper, tin or silver plated shields and conductors. 

2. Temperature range: -55C to +125C. Install using Raychem-approved convection heating tools in accordance with Raychem  

    installation procedure RPIP-824-00.   

 

Part selection:       For best results, prepare the cable as shown: 

JOD: Cable jacket must be less than øA min. 

DOD: Cable dielectric must be less than øB min. 

SOD: Cable shield must be greater than øE min. 

POD: Conductor must be between øC min and 0.3(.012). 

 

 
* A trademark of TE Connectivity 

 

Product Revision Product Dimensions Cable Dimensions 

Product Name  øA  

min 

 øB  

min 

øC  

min 

Typical 

 

øE  

min 

G M N 

CWT-4058-W122-5/9 A 6.0 

(0.235) 

3.1 

(0.120) 

1.0 

(0.040) 

RG 58 3.3 

(0.130) 

19.0 

(0.750) 

12.5  

(0.500) 

6.0  

(0.235) 

CWT-4059-W122-5/9 A 7.0 

(0.275) 

3.9 

(0.155) 

1.0 

(0.040) 

RG59 

 

3.7 

(0.145) 

19.0 

(0.750) 

12.5 

(0.500) 

6.0 

(0.235) 

CWT-4174-W122-5/9 A 4.5 

(0.175) 

1.7 

(0.065) 

1.0 

(0.040) 

RG 174 2.3 

(0.090) 

19.0 

(0.750) 

12.5 

(0.500) 

6.0 

(0.235) 

 



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


