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ELECTRICAL SPECIFICATIONS AT 25° C

SCHEMATIC

• Operating and storage temperature range: -40° to +85° C

• Meets IEC 695, 2-2 flammability requirements

• PWB Process Capability: standard printed wiring board
assembly techniques, total-immersion cleaning

• Reliability testing: shock, vibration, temperature cycling,
temperature - humidity - bias

• Designed to comply with the requirements of GR1089,
UL1950, EN60950, BABT and CSA950 to provide a
supplementary insulation barrier with a working voltage
of 250V

• UL File Number E150991

• Minimum interwinding breakdown voltage of 1500 Vrms
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All measurements are made with pins 2 and 3 connected and pins 8 and 9 connected
1. Inductance measured at 10 kHz, 0.1 Vac
2. Measurements made with 100Ω source and 100Ω load impedance
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CORPORATE

Bel Fuse Inc.
206 Van Vorst Street
Jersey City, NJ 07302
Tel 201-432-0463
Fax 201-432-9542
www.belfuse.com

FAR EAST

Bel Fuse Ltd.
8F / 8 Luk Hop Street
San Po Kong
Kowloon, Hong Kong
Tel 852-2328-5515
Fax 852-2352-3706
www.belfuse.com

EUROPE

Bel Fuse Europe Ltd.
Preston Technology Management Centre
Marsh Lane, Suite G7, Preston
Lancashire, PR1 8UD, U.K.
Tel 44-1772-556601
Fax 44-1772-888366
www.belfuse.com
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0.550 
[13.97]

max

0.500 
[12.70]

max 0.110 ±0.010
[2.79 ±0.25]

0.098 
[2.50]

0.020
[0.51]

Sq. typ 0.394 
[10.00]

0.525 
[13.34]

max

6

Dimensions are in inches [millimeters].
Standard dimension tolerance is ±0.005 [0.13] unless otherwise noted.



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


