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defining a degree of excellence

SCHEMATICS

0556-2006-14 -1.0 -27 -15 -15 -45 -30 -40 -40 -30 A 1

0556-3873-03 -1.0 -27 -15 -15 -45 -30 -40 -35 -30 B 6

0556-5999-19 -1.0 -27 -15 -15 -45 -30 -35 -30 -30 C 2

A556-2006-00 -1.0 -27 -15 -15 -45 -30 -35 -30 -25 D 3

A556-2006-02 -1.0 -27 -15 -15 -45 -30 -35 -30 -25 E 3

A556-2006-03 -1.0 -27 -15 -15 -45 -30 -35 -30 -25 F 3

A556-2006-DE -1.0 -27 -15 -15 -45 -30 -- -- -- G 3

S556-5999-00 -1.0 -27 -15 -15 -45 -30 -35 -30 -25 D 4

S556-5999-02 -1.0 -27 -15 -15 -45 -30 -35 -30 -25 E 4

S556-5999-32 -1.0 -27 -15 -15 -45 -30 -45 -45 -35 H 5

S556-5999-DE -1.0 -27 -15 -15 -45 -30 -- -- -- G 4

• Designs meet or exceed IEEE 802.3 10Base-T
specifications

• Compatible with a variety of 10Base-T transceiver
chipsets

A B

• Multiple topologies and pinout variations for optimal
performance and layout consideration

• 2000 Vrms isolation

• Through-hole and surface mount packaging

ELECTRICALS AT 25ºC
Insertion Loss Attenuation Return Loss Crosstalk CM-CM Rej

(dB) Max (dB) Min @30MHz (dB) Min (dB) Min (dB) Min Package
Part No. 1-10MHz TX            RX 500KHz-10MHz 1MHz-10MHz   30MHz 30MHz   50MHz   100MHz Schematic Style
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SCHEMATICS (CONT'D)
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MECHANICALS
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MECHANICALS (CONT'D)
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APPLICATION NOTES

APPLICATION CIRCUIT

• Bel's surface mount 10Base-T network component filter modules provide the complete solution as the interface
module between the IC transceiver chip and the media side connector. Designed within each module are transmit and
receive filter networks, high voltage isolation transformers and high performance EMI suppression common mode
chokes. Each module fully meets the IEEE 802.3 standards to 10 Mbps data rates over 100 meters of media cable.

• All of these part types have been designed to provide signal performance optimization, maximum noise reduction and
minimum crosstalk interference. Careful board layout and grounding techniques are also critical to control jitter and
signal reflections.

• Bel's low profile, surface mount packaging is ideal for high speed pick and place machinery. Parts can be shipped on
tape and reel for high speed placement. Construction processes have been implemented for thermal compatibility
with high temperature IR reflow assembly processing. Post dipping of leads assist with PC board solderability. Each
part is optically inspected to meet rigid coplanarity requirements.
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ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


