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5A GENERAL PURPOSE PLASTIC RECTIFIER  
GP50-005 THRU GP50-10 

 
 

         FEATURES                                      
       LOW COST                                      
       UL 94V0 FLAME RETARDANT EPOXY MOLDING COMPOUND  
       DIFFUSED JUNCTION                        
       HIGH SURGE CURRENT CAPABILITY               
       

 

      MECHANICAL DATA                              
       CASE: TRANSFER MOLDED, DO201AD, DIMENSIONS  
        IN INCHES AND (MILLIMETERS)                                          
       LEADS: SOLDERABLE PER MIL-STD-202, METHOD 208           
       POLARITY: CATHODE INDICATED BY COLOR BAND 
       WEIGHT: 1.2 GRAMS                                       
 
  

 
 
 
 
MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS RATINGS AT 25°C AMBIENT TEMPERATURE UNLESS OTHERWISE SPECIFIED 
SINGLE PHASE, HALF WAVE, 60 HZ, RESISTIVE OR INDUCTIVE LOAD. FOR CAPACITIVE LOAD, DERATE CURRENT BY 20%   

RATINGS SYMBOL GP50 
-005 

GP50 
-01 

GP50 
-02 

GP50 
-04 

GP50 
-06 

GP50 
-08 

GP50 
-10 UNITS

MAXIMUM RECURRENT PEAK REVERSE VOLTAGE            VRRM 50 100 200 400 600 800 1000 V 
MAXIMUM RMS VOLTAGE VRMS 35 70 140 280 420 560 700 V 
MAXIMUM DC BLOCKING VOLTAGE VDC 50 100 200 400 600 800 1000 V 
MAXIMUM AVERAGE FORWARD RECTIFIED CURRENT 
0.375”(9.5mm) LEAD LENGTH AT TA=55°C IO 5.0 A 

PEAK FORWARD SURGE CURRENT, 8.3ms SINGLE HALF  
SINE-WAVE SUPERIMPOSED ON RATED LOAD  IFSM 200 A 

TYPICAL JUNCTION CAPACITANCE (NOTE 1) CJ 30 PF 
TYPICAL THERMAL RESISTANCE (NOTE 2) Rθja 20 ℃/W 

OPERATING TEMPERATURE RANGE  TOP -55 TO + 175 ℃ 

ELECTRICAL CHARACTERISTICS (AT TA =25°C UNLESS OTHERWISE NOTED) 

CHARACTERISTICS SYMBOL GP50 
-005 

GP50 
-01 

GP50 
-02 

GP50 
-04 

GP50 
-06 

GP50 
-08 

GP50 
-10 UNITS

MAXIMUM FORWARD VOLTAGE AT IO DC                    VF 1.1 V 
MAXIMUM REVERSE CURRENT AT 25℃ IR 5 μA 

MAXIMUM REVERSE CURRENT AT 100℃ IR 100 μA 

     NOTE:  1. MEASURED AT 1MHZ AND APPLIED REVERSE VOLTAGE OF 4.0 VOLTS 
             2. BOTH LEADS ATTACHED TO HEAT SINK 63.5×63.5×1t(mm) COPPER PLATE AT LEAD LENGTH 5mm 
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RATINGS AND CHARACTERISTIC CURVE GP50-005 THRU GP50-10 

TA-AMBIENT TEMPERATURE (OC) 

Fig. 1-MAXIMUM CURRENT RATING 
    EFFECT OF COPPER AREA. 
     RESISTIVE/INDUCTIVE LOAD. 
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Fig. 3-MAXIMUM CURRENT RATING
    EFFECT OF COPPER AREA. 
     RESISTIVE/INDUCTIVE LOAD. 
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Fig. 5-TYPICAL FORWARD CHARACTERISTICS 
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Fig. 2-MAXIMUM FORWARD SURGE  
      NUMBER OF CYCLES 
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Fig. 4-TYPICAL JUNCTION CAPACITANCE 
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Fig. 6-FORWARD  PULSE CURRENT, PULSE 
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ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


