
050809 WebSite www.littelfuse.com
In our continuing strategy to deliver unparalleled circuit protection solutions,

technical expertise and application leadership, we proudly introduce the
WICKMANN Group and its products to the Littelfuse portfolio.
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Clip / No.     518518518518518
lead freelead freelead freelead freelead free

Clip / No.     102071102071102071102071102071
lead freelead freelead freelead freelead free

PC Mount,PC Mount,PC Mount,PC Mount,PC Mount,
5x20 mm / 6.3x32 mm Fuses5x20 mm / 6.3x32 mm Fuses5x20 mm / 6.3x32 mm Fuses5x20 mm / 6.3x32 mm Fuses5x20 mm / 6.3x32 mm Fuses
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Specif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ionsSpecif icat ions
ApprovalsApprovalsApprovalsApprovalsApprovals

UL Recognized

PC Mount, 6.3x32 mm FusesPC Mount, 6.3x32 mm FusesPC Mount, 6.3x32 mm FusesPC Mount, 6.3x32 mm FusesPC Mount, 6.3x32 mm Fuses MountingMountingMountingMountingMounting
PC Board, 7.6 mm pin spacing
Solder pins 0.5 x 1.5 mm

MaterialsMaterialsMaterialsMaterialsMaterials
Clip: Copper alloy

Solderable, tinned

Electrical Data (23 ºC)Electrical Data (23 ºC)Electrical Data (23 ºC)Electrical Data (23 ºC)Electrical Data (23 ºC)
Rated Voltage: 500 V
Max. Current/Power: 10A/4 W

Minimum Cross SectionMinimum Cross SectionMinimum Cross SectionMinimum Cross SectionMinimum Cross Section
Conducting path - 0.2mm2

Unit WeightUnit WeightUnit WeightUnit WeightUnit Weight
0.9 g

PackagingPackagingPackagingPackagingPackaging
Bulk (2000 pcs.)

Order NumberOrder NumberOrder NumberOrder NumberOrder Number
Clip No. 102 0710 100

MountingMountingMountingMountingMounting
PC Board, 5mm pin spacing
Kicked solder pins 0.4 x 1.1 mm

MaterialsMaterialsMaterialsMaterialsMaterials
Clip: Copper alloy

Solderable, tinned

Electrical Data (23 ºC)Electrical Data (23 ºC)Electrical Data (23 ºC)Electrical Data (23 ºC)Electrical Data (23 ºC)
Rated Voltage: 250 V
Max. Current/Power: 10 A/2.5 W

Minimum Cross SectionMinimum Cross SectionMinimum Cross SectionMinimum Cross SectionMinimum Cross Section
Conducting path - 0.2 mm2

Unit WeightUnit WeightUnit WeightUnit WeightUnit Weight
0.9 g

PackagingPackagingPackagingPackagingPackaging
Bulk (1000 pcs.)

Order NumberOrder NumberOrder NumberOrder NumberOrder Number
Clip No. 518 0000 100

Specif icat ions are subjectSpecif icat ions are subjectSpecif icat ions are subjectSpecif icat ions are subjectSpecif icat ions are subject
to change without  not iceto change without  not iceto change without  not iceto change without  not iceto change without  not iceNote: 1.00 means the number one with two decimal places. 1,000 means the number one thousand.



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


