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Model #: DB25-PAR
Network Surge Suppressor - Essential protection for data and communication lines

 
Highlights

Complete serial port (DB25) surge protection

Protects against the effects of electrostatic discharge, faulty wiring and

lightning

Lifetime product warranty

Heavy duty grounding lead

Description
Tripp Lite's DB25-PAR offers dataline surge suppression for many DB25 parallel ports. Protects pins 1-25 and D shell chassis for protection of

parallel DB25 ports. User configurable for use with male or female captive DB25 ports. Convenient DB25 input and output connects directly to the

protected port, obtaining a ground outlet from the computer chassis. Surge suppression is handled with balanced arrays of high-speed avalanche

diodes that divert excess energies created by electrostatic discharges, faulty wiring or lightning away from network interface connections. Tripp Lite

network surge suppressors reduce blown interface connections, garbled transmissions, system lock-ups and hard equipment failure by safely

shunting dataline surges to ground. Lifetime warranty.

SUPPRESSION: Reversible DB25 m/f jacks, protects pins 1-25 and chassis, 7.5V clamping

Applications

Ideal for the protection of DB25 parallel ports

Package Includes

DB25-PAR dataline protector
Instruction manual and warranty information

Features

DB25-PAR protects 25 pin parallel ports using DB25 connections
Protects pins 1-25 and D shell chassis for protection of parallel applications.
User configurable for use with male or female captive DB25 port
Convenient DB25 input and output connects directly to the protected port, obtaining a ground outlet from the computer chassis
Offers protection on all 25 data lines, plus D shell chassis
Surge suppression utilizing high speed avalanche diodes divert excess energies on the network to ground
Lifetime product warranty

Specifications

OVERVIEW
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Intended Application Computer Networking

OUTPUT

Circuit Breaker (amps) 750

INPUT

Recommended Electrical
Service

120V, 230V

Input connection type DB25

SURGE / NOISE SUPPRESSION

Clamping voltage (RMS) 7.5

UPC Codes

Unit Carton UPC# 037332011008

DATALINE SURGE SUPPRESSION

Telephone/DSL Protection No

Cable (Coax) Protection No

Additional Dataline Protection 1-25 & Chassis

PHYSICAL

Style In-Line

WARRANTY

Product Warranty Period
(Worldwide)

Lifetime limited warranty

More information, including related products, owner's manuals, and additional technical specifications, can be found online at 

www.tripplite.com/en/products/model.cfm?variables.txtModelID=160. 
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ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


