
Technical Data

Fluke i2000 Flex
AC Current Clamp

Electrical specifications
Current ranges: 20 A, 200 A, 2000 A ACRMS
Output sensitivity (ac-coupled): 100 mV, 10 mV, 
1 mV per A
Load impedance: 100 kW minimum
Accuracy (at +25 °C): ± 1 % of range (45 Hz to  
65 Hz)
Linearity (10 % to 100 % of range): ± 0.2 %  
of reading
Noise: 8 mV ac rms (30 A), 2 mV ac rms (300 A, 
3000 A)
Frequency range: 10 Hz to 20 kHz (-3 dB)
Phase error: < ± 1 º (45 Hz to 65 Hz), : ± 10 º  
(at 20 kHz)
Position sensitivity (with cable > 25 mm from 
the coupling): ± 2 % of range
External field (with cable > 200 mm from the 
head): ± 1 % of range

The i2000 is an ac current probe Utilizing 
the Rogowski principle. It can be used to 
measure currents up to 2000 A when used 
in conjunction with multimeters, recorders 
or data loggers. The flexible and lightweight 
measuring head allows quick and easy 
installation in hard to reach areas.

Power supply: 2 x AA/MN 1500/LR6 Alkaline,  
200 hours, low battery indicator
Temperature coefficient: ± 0.08 % of reading  
per °C
Working voltage (see Safety standards section): 
600 V ac rms or dc

General specifications
Head cable length (double insulated): 610 mm 
(24 in)
Head cable diameter: 14.3 mm (0.56 in)
Head bend radius: 38.1 mm (1.5 in)
Cable length (head to electronics): 2 m (6.56 ft)
Output connection: BNC with BNC to Banana 
adapter included
Operating temperature range: 0 °C to +70 °C  
(32 °F to 158 °F) (head and electronics)



Storage temperature range: -40 °C to +105 °C 
(-40 °F to 221 °F) (head), -20 °C to +85 °C (-4 °F to 
185 °F) (electronics)
Operating humidity: 15 % to 85 %  
(non-condensing)
Weight: 180 g (6.34 oz) (head), 190 g (6.70 oz) 
(electronics)

Safety standards
EN 61010-1: 2001
EN 61010-2-032: 2002
EN 61010-031: 2002

600 Vrms, Category III, Pollution Degree 2
Use of the probe on uninsulated conductors is limited to 600 V acrms 
or dc and frequencies below 1 kHz.

EMC Standards
EN 61326: 1998 +A1, A2, & A3
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Ordering information
i2000 Flex AC Current Clamp

i2000 Flex connected to a Fluke 87V Digital Multimeter.



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


