
Dimensions (In.)
See Table

Features

• Axial leads for through-hole PC board

mounting.

• Pre-tinned leads.

• Low cost construction

• Designed for use with switching power

supplies and other high current filtering

applications.

Electrical

Inductance: Measured at 1KHz with no

DC current.  Rated current will decrease

inductance by 10% or less.

Tolerance:  10% over entire inductance

range.  Available in tighter tolerances.

Current Rating:  Max. continuous operating

current (DC or RMS) at room temp.

Dielectric Rating:  2500 V RMS, 60 Hz

applied for one min. between winding and

outer circumference to within .25°  of the

insulation sleeve edge.

Temp. Rating:  Continuous operation at

temp. between -55 and +105 °C.

Mechanical

Winding:  layered solenoid type on

magnetic core.

Wire:  Solid soft copper.

Leads:  Tinned copper wire.

Cover:  U.L. shrink tubing

Physical

Packaging:  25 pieces per bag.

AC

D

B
C

AHC40-1-500K-RC 50 4.0 .12 1 .800 .475 1.25 20

AHC40-1-101K-RC 100 2.0 .18 1 .800 .475 1.25  20

AHC40-1-251K-RC 250 1.0 .30 1 1.05 .475 1.25 20

AHC40-1-501K-RC 500 .8 .50 1 1.05 .550 1.25 20

AHC40-1-102K-RC 1000 .5 .60 1 1.17 .550 1.25 20

AHC40-2-270K-RC 27 5.5 .085 2 .800 .500 1.25 20

AHC40-2-500K-RC 50 4.0 .10 2 .800 .500 1.25 20

AHC40-2-101K-RC 100 2.0 .15 2 .920 .500 1.25 20

AHC40-2-251K-RC 250 1.0 .25 2 .920 .600 1.25 20

AHC40-2-501K-RC 500 .5 .45 2 1.05 .750 1.25 20

AHC40-3-5R0K-RC 5 25.0 .025 3 .800 .475 1.25 20

AHC40-3-100K-RC 10 20.0 .035 3 .920 .475 1.25 20

AHC40-3-270K-RC 27 6.0 .05 3 .800 .550 1.25 20

AHC40-3-500K-RC 50 4.0 .065 3 .920 .500 1.25 20

AHC40-3-101K-RC 100 2.0 .075 3 1.17 .500 1.25 18

AHC40-5-5R0K-RC 5 50.0 .015 5 1.05 .475 1.25 18

AHC40-5-100K-RC 10 40.0 .025 5 1.05 .475 1.25 18

AHC40-5-270K-RC 27 7.0 .035 5 1.05 .700 1.25 18

AHC40-5-500K-RC 50 2.0 .05 5 1.05 .700 1.25 18

AHC40-5-101K-RC 100 1.0 .065 5 1.30 .700 1.25 18
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All specifications subject to change without notice.
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ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


