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Figure 1

1. INTRODUCTION

Insertion Tool 455830-1 is designed to insert a 
Universal MATE-N-LOK* pin or socket contact into a 
connector housing. See Figure 1. Read these 
instructions thoroughly before using the tool.

Dimensions in this instruction sheet are in metric 
units [with U.S. customary units in brackets]. 
Figures are not drawn to scale.

NOTE

i
Reasons for reissue of this instruction sheet are 
provided in Section 6, REVISION SUMMARY.

2. DESCRIPTION

This tweezer-shaped insertion tool features two 
grooved insertion tips for grasping the wire of the 
contact to be inserted and two tool handles, which 
assist in applying even pressure to the insertion tips.

3. INSERTION PROCEDURE  (See Figure 1)

1. Place the insertion tool over the wire with the 
insertion tips behind the contact insulation barrel.

2. Insert the contact into the contact cavity of the 
housing until the locking lance of the contact is fully 
seated.

3. Remove the insertion tips from the contact cavity, 
then pull back lightly on the wire of the contact to 
make sure that the contact is locked in place.

4. TOOL INSPECTION

It is recommended that the insertion tool be inspected 
immediately upon arrival and at regularly scheduled 
intervals to ensure that the tool has not been 
damaged. The insertion tool should be inspected 
using the dimensions provided in Figure 1. 

5. REPLACEMENT

Insertion tools can be purchased from:

CUSTOMER SERVICE (038-035)
TYCO ELECTRONICS CORPORATION
PO BOX 3608
HARRISBURG PA 17105-3608

6. REVISION SUMMARY

Revisions to this instruction sheet include:

• Changed company name and logo

• Changed address in Section 5



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


