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INTERCONNECTS
.050” Grid Surface Mount Headers and Sockets

Single and Double Row

www.mil l -max.com  516-922-600068

Series 850, 851
852, 853
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Ordering Information

Footprint
(Number of Pins

X .050”/2) + .015”

Footprint 
(Number of Pins 

X .050”/2) + .015” 

Double Row Socket, Even # of pins
853-XX-_ _ _-30-001000Fig. 4

Specify even # of pins               004-100

Single Row Socket, Right Hand Footprint
Even # of pins
851-XX-0_ _-30-002000Fig. 3R

Specify even # of pins              02-50

Single Row Socket, Left Hand Footprint
Odd or Even # of pins

851-XX-0_ _-30-001000Fig. 3L

Specify # of pins                       02-50

Double Row Header, Even # of pins
852-XX-_ _ _-30-001000Fig. 2

Specify even # of pins               004-100

Single Row Header, Right Hand Footprint
Even # of pins
850-XX-0_ _-30-002000Fig. 1R

Specify even # of pins              02-50

Single Row Header, Left Hand Footprint
Odd or Even # of pins

850-XX-0_ _-30-001000Fig. 1L

Specify # of pins                       02-50

Fig. 1

Fig. 2

Fig. 3

Fig. 4

SPECIFY PLATING CODE XX= 13 93         99        43 44
Sleeve (Pin)

Contact (Clip)

10µ” Au 200µ” Sn/Pb 200µ”Sn/Pb 200µ”Sn   200µ”Sn

30µ” Au 30µ” Au  200µ”Sn/Pb 30µ” Au  200µ”Sn

Pin Plating 10μ” Au   200μ” Sn/Pb  200μ” Sn

SPECIFY PLATING CODE XX= 10 90 40

Coplanarity .005”. For Pin Counts
> 20 Consult Tech Support

Coplanarity .005”. For Pin Counts
> 40 Consult Tech Support

Coplanarity .005”. For Pin Counts
> 20 Consult Tech Support

Coplanarity .005”. For Pin Counts
> 40 Consult Tech Support

• Single row intercon-
nects having an
even number of pins
are now available
with a left or right
hand footprint.

• Headers (850 &
852) use MM# 4006
pins. See page 175
for details.

• Sockets (851 & 853)
use MM# 4890-0
receptacles and
accept pin diameters from .015-.021. See page 131
for details.

•  Coplanarity .005” (Single Row max 20  pins; Double
Row max 40 pins). For higher pin counts contact
techical support .

•  Insulators are high temp. thermoplastic.

44 Plating
Non-Standard

44 Plating
Non-Standard

XX=Plating Code
See Below

For Electrical,
Mechanical & Enviromental

Data, See pg. 4

For RoHS compliance
select   plating code.

RoHS
2002/95/EC



ООО  «НИОКРсистемс»  -  это  оперативные  поставки  широкого
спектра электронных компонентов отечественного и импортного
производства  напрямую  от  производителей  и  с  крупнейших
мировых  складов.  Реализуемая  нашей  компанией  продукция
насчитывает более полумиллиона наименований.

Благодаря  этому  наша  компания  предлагает  к  поставке
практически  не  ограниченный  ассортимент  компонентов  как
оптовыми, мелкооптовыми партиями, так и в розницу.

Благодаря развитой сети поставщиков, помогаем в поиске и
приобретении  экзотичных  или  снятых  с  производства
компонентов.

Наша компания это:

 Гарантия качества поставляемой продукции

 Широкий ассортимент

 Минимальные сроки поставок

 Техническая поддержка

 Подбор комплектации

 Индивидуальный подход

 Гибкое ценообразование

 Работаем по 275 ФЗ

ООО «НИОКР СИТЕМС»
Москва, 125362, Россия, ул. 
Вишневая, д. 9, к. 1, Блок 104 а и 
104 в

Телефон: 8 (495) 268-14-82
Email: n@nsistems.ru

ИНН: 7735154786
ОГРН: 1167746717709


